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The energetic properties of electron transport in mesoscopic and nanoscale conductors is of large
current interest. Here we theoretically investigate the possibility of probing fluctuations of charge
and heat currents as well as their mixed correlations via fluctuations of the temperature and elec-
trochemical potential of a probe coupled to the conductor. Our particular interest is devoted to the
charge and energy noise stemming from time-dependently driven nanoelectronic systems designed
for the controlled emission of single electrons, even though our setup is appropriate for more general
AC driving schemes. We employ a Boltzmann-Langevin approach in order to relate the frequency-
dependent electrochemical potential and temperature fluctuations in the probe to the bare charge
and energy current fluctuations emitted from the electron source. We apply our findings to the
prominent example of an on-demand single-electron source, realized by a driven mesoscopic capaci-
tor in the quantum Hall regime. We show that neither the background fluctuations of the probe in
the absence of the working source, nor the fluctuations induced by the probe hinder the access to
the sought-for direct source noise for a large range of parameters.
I. INTRODUCTION
Charge transport in mesoscopic and nanoscale struc-
tures can nowadays be manipulated at the single-electron
level. Of particular interest for different fields, rang-
ing from metrology to quantum information and quan-
tum optics with electrons, are dynamically driven single-
electron sources injecting particles into a conductor on
demand [1–7]. A way to access the precision of these
sources, which is not accessible by the average charge
current alone, is by detecting their charge current statis-
tics. Indeed, already the low-frequency noise (the second
moment of the statistics) is known to provide additional
information about the number of particles that take part
in transport, thereby giving access to electron-hole pair
creation detrimental for the source precision [6, 8, 9].
Not only the transported charged particles, but also
the neutral electron-hole pair excitations in general carry
energy [10, 11]. This fact has, in recent years, motivated
theoretical investigations on the fluctuations of charge
currents, heat currents and also their mixed correlations
for driven systems [12–15], see also Refs. [16–18] for the
stationary bias case. The energetic properties revealed in
this way are of key importance: single-electron sources,
while injecting single particles into a conductor in a well-
controlled manner, can also be used for quantum state
preparation of electronic flying qubits. Therefore, in ad-
dition to the precision, knowledge about the energy spec-
trum of the injected signal is required.
An urging question is hence how charge and energy
currents as well as their fluctuations can actually be ac-
cessed experimentally. Recently, energy-resolved charge
currents of single-electron sources have been measured
with the help of an energy-dependent detection bar-
rier [7, 19]. Even a highly complex state tomogra-
phy [20, 21] has been performed to access the quantum
state of the single particles [22]. In order to detect fluc-
tuations in the heat current, the detection of power fluc-
tuations has been suggested [13], which have a straight-
forward interpretation when the source is voltage-bias
driven.
In this paper, we analyze the possibility of extracting
charge current and heat current noise – injected from an
arbitrary AC electronic current source – as well as their
mixed correlations from reading out the temperature-
Figure 1. Schematic of the ballistic, two-terminal noise detec-
tion system, with the injector and detector parts indicated.
The injector part consists of an electronic reservoir, L, kept
at an electrochemical potential µL and temperature TL, and a
time-dependently driven forward scattering potential, S (red).
On the detector side, the electrons emitted from the injector
are scattered at a QPC with transparency D. The transmit-
ted electrons are absorbed at the electrically and thermally
floating probe, p, inducing fluctuations of the electrochemical
potential µp(t) and temperature Tp(t).
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2and electrochemical potential fluctuations [23–25] of a
floating probe contact [26, 27], see Fig. 1. We empha-
size that for the detection of electrochemical potentials
and their fluctuations in a system fed by a steady state
charge current, in general conductors with three or more
terminals are required [27]. Instead, for the analysis of
the fluctuations of charge and heat currents of a pure
AC current source, the simple setting suggested here suf-
fices. Probes of similar type have been used for stationary
heat current detection [28]. Moreover, fast temperature
measurement techniques are nowadays available [29] and
motivate our theoretical proposal.
Using a Boltzmann-Langevin approach [30], we di-
rectly relate the low-frequency fluctuations of charge
and energy currents flowing into the probe to the finite-
frequency probe temperature and potential fluctuations.
The frequency-dependence of the fluctuations sets a fun-
damental constraint on the bandwidth within which the
fluctuations can be detected. In order to furthermore
extract the bare source fluctuations, which we are inter-
ested in, from the total noise detected with the help of
the probe, one has to proceed as follows: first, subtract
the pure probe fluctuations (obtained when the source
is not operating) and, second, disentangle the remaining
data from the fluctuations induced by the temperature
and potential measurements.
As a proof-of-principle, we apply our findings to a
case where a time-dependently driven mesoscopic capac-
itor [1] in the quantum Hall regime is taking the role of
the current injector. The noise [30] stemming from the
source and serving as the bare fluctuations entering the
Boltzmann-Langevin approach, is derived for this explicit
example by employing (Floquet) scattering theory [31].
We can thereby demonstrate the possibility of determin-
ing the source fluctuations from the potential and tem-
perature fluctuations of the probe.
Finally, we want to point out that the relation between
current noise and detectable dissipated energy is of much
ampler relevance. The relation between higher moments
of charge current statistics and power fluctuations [23, 32]
has, for example, been exploited in the detection of pho-
tons emitted from the noisy current through a tunneling
barrier [33–35]. Vice versa, heat currents are presently
detected via noise measurements [36]
This paper is organized as follows: In Sec. II we in-
troduce the setup, consisting of an injector to be ana-
lyzed and the detector being made of a probe contact
and a quantum point contact (QPC). The theoretical
Boltzmann-Langevin approach is introduced in Sec. III
and employed to the calculation of the probe fluctuations
in Sec. IV A. We then, in Sec. IV B, separate the fluctua-
tions into pure probe fluctuations and fluctuations arising
when the source is switched on, including the sought-for
bare source fluctuations. In Sec. V we analyze the specific
case of a time-dependently driven mesoscopic capacitor
playing the role of the injector.
II. MODEL
In this section, we introduce the model setup for the
generation and, in particular, for the detection of fluctu-
ating charge and energy currents and their correlations.
Next, we discuss the relevant timescales of the problem,
and the fundamental requirements for an experimental
realization of our proposal.
A. Description of the setup
A sketch of the mesoscopic noise detection system, im-
plemented in a ballistic, two-terminal conductor, is pre-
sented in Fig. 1. The system comprises two key com-
ponents referred to as an injector and a detector. The
injector part consists of an electronic reservoir (denoted
by ‘L’), electrically grounded (µL = 0) and kept at a fixed
temperature TL, and a scattering region (denoted by ‘S’)
representing an AC current source – a generic device in-
jecting electrons (and/or holes) into the conductor. Such
a current source can be analyzed via its current and noise
properties. Our goal is to investigate how the latter can
be accessed by measuring fluctuations of the electrochem-
ical potential µp(t) and temperature Tp(t) in the probe
(denoted by ‘p’) belonging to the detector part of the
setup. We note that the probe scheme under considera-
tion is applicable for any rapidly fluctuating AC current
source. In fact, the only important assumptions required
at this point are: (i) the lack of back-reflection between
the source scattering region and a quantum point contact
(QPC) of the detector region, which could otherwise lead
to the creation of resonant states at the injector/detector
interface;1 (ii) the charge- and energy-current source is
characterized by some timescale T associated with the
rate of charge (and energy) emission.
An illustrative example of the AC current source that
we consider in this paper is a time-dependently driven
mesoscopic capacitor injecting on-demand single parti-
cles into the conductor. The operation of such a source,
experimentally demonstrated by Fe`ve et al. [1], can be
theoretically described by a Floquet scattering matrix
approach [37] – for details see Sec. V. Importantly, in the
case of such a periodically driven current source, the nat-
ural characteristic timescale associated with the source
is the driving period T , related to the driving frequency
as Ω = 2pi/T . For the energetic properties of the source,
also the width in time of the injected current pulse, σ,
will turn out to be important, see Sec. V.
On the other hand, the detector part of the setup con-
tains a QPC with a single active transport mode, and a
thermally floating reservoir acting as a probe, indicated
1 Note that the addition of a floating (but energy-conserving) con-
tact at the outcome of the QPC could be used to suppress emerg-
ing resonances, if necessary.
3by ‘p’ in Fig. 1. The electrical conductance of the QPC
is gD, where D denotes the tunable, energy-independent
transparency and g = e2/h is the conductance quantum
per spin, with the electron charge −e (that is, e > 0).
Having in mind an injector system which operates in the
fully spin-polarized quantum Hall regime, we discard here
the electronic spin-degree of freedom. At the QPC, the
fluctuations of the injector currents are modified due to
elastic scattering. This modification, depending on D,
is used to tune the different components of the probe
noise, as further discussed in Sec. V C. The core element
of the detector is, however, the floating probe. We as-
sume it to be metallic and big enough to avoid Coulomb-
blockade effects. The probe works in the hot-electron
regime, meaning that particles entering the probe ther-
malize quickly via electron-electron scattering. For this
reason, a well-defined electrochemical potential µp(t) and
electronic temperature Tp(t) can be associated with the
probe at all times t. Moreover, we assume that the statis-
tics of the energy dissipated in the probe is determined
by the energy statistics of the signal entering the probe.2
Importantly, in a realistic setup, energy can be evacu-
ated from the probe not only via electrons, but it can
also be transferred to the lattice phonons, which are
in thermal equilibrium at a constant temperature T0.
For the electron-phonon coupling strength ΣV, with the
probe volume V, the time-averaged energy current flow-
ing from the electron to the phonon subsystem is given
by ΣV[T 5p − T 50 ], where T p is the time-averaged probe
temperature [28, 36, 38–41]. In the following, we ne-
glect fluctuations of the energy current to the phonon
bath. As a result, the total thermal conductance κ of
the probe involves both the electronic and the phonon
contribution, κ(T ) = κe(T ) + κph(T ),
κe(T ) = DgLT and κph(T ) = 5ΣVT 4, (1)
with the Lorenz number L = (pikB/e)
2/3. Depending on
the material, low-dimensional systems serving as probes
may be characterized by different values of the tempera-
ture exponents in the electron-phonon coupling (e.g., in
the range from 3 to 5 for graphene [41]).
In addition, also the readout of the probe temperature
and electrochemical potential would in general lead to
energy losses. Nonetheless, for the sake of simplicity, we
here assume this readout to be non-invasive. The un-
avoidable energy-losses due to the readout can, however,
be included into our description on the same footing as
the energy outflow to the phonon bath.
Finally, the dynamic properties of the probe are ruled
by its charge and heat capacitances. Specifically, the
charge capacitance C corresponds to the total (electro-
2 Interestingly, the validity of this assumption can actually be
tested with the setup suggested here, by applying a driving signal
with known statistics and detecting the resulting probe fluctua-
tions.
chemical) capacitance, C = (1/Cg + 1/Cq)
−1, contain-
ing both a geometrical, Cg, and a quantum component,
Cq = e
2ν, with ν standing for the probe density of states
at the Fermi level. Moreover, the electronic heat capacity
is temperature-dependent, CE(T ) = ν(pikB)
2T/3.
B. Relevant timescales
Relations between the different characteristic
timescales occurring in the problem are crucial for
the understanding of the physics underlying the pro-
posed detection scheme, and set the validity of the
theoretical approach to be applied. Below, we introduce
all relevant timescales, and discuss relations between
these timescales which need to be satisfied, so that
the readout of the temperature and electrochemical
potential fluctuations in the probe are feasible.
To begin with, the first important timescale to be con-
sidered is the electron-electron interaction time τe-e, asso-
ciated with internal thermalization of the probe electron
gas. As mentioned above, a fast thermalization guaran-
tees a Fermi distribution of the probe electrons, with a
well defined temperature Tp(t) at all times t. Since this is
a crucial condition for the readout of the probe tempera-
ture, we here assume τe-e to be much shorter or at most of
the order of the timescale at which electrons are emitted
from the source [28]. Electron-electron relaxation times
were found to be of the order of 1-10 ns in metals [42]
and 1ns in semiconductors [43, 44].
Next, we recall that the fluctuations in the elec-
trical charge and energy current from the source oc-
cur on the timescale T . When the fluctuating charge
and energy currents flow into the probe, they give rise
to fluctuations of the electrochemical potential µp(t)
and of the temperature Tp(t) in the probe. These
electrochemical-potential and temperature fluctuations
occur on timescales set by the probe charge and en-
ergy relaxation times, τRC = C/(gD) and τE = CE/κ,
respectively. While single-electron sources are typically
operated in the GHz regime [1, 6], (metallic) probes are
expected to exhibit much slower dynamics in the MHz
frequency range [36]. Improvements of this time can be
reached by increasing the probe capacitance via the area
and/or the volume of the probe or by tuning the transm-
sission of the QPC.
This motivates the choice of our theoretical approach
– the Boltzmann-Langevin approach as described in
Sec. III. It is applicable as long as the characteristic
time of the current source, T , is much smaller than the
charge and energy relaxation times, implying that µp(t)
and Tp(t) change only by a small amount per drive cycle.
Taken together, the required hierarchy of timescales can
be established
τe-e . T  τRC , τE . (2)
Finally, in order to have detectable temperature fluc-
tuations, it is important that the energy relaxation is
4not completely dominated by the coupling to the lattice
phonons. To meet this condition, κe must be compara-
ble to or larger than κph. In terms of the relaxation time
due to the electron-phonon scattering, τe-ph = CE/κph,
the optimal regime for detecting the temperature fluctu-
ations is reached for τe-ph  τE . This condition basically
demands that the energy relaxation is sufficiently slow
to enable detection of energy fluctuations. Indeed, at
sub-Kelvin temperatures, thermal relaxation times due
to electron-phonon coupling in metals reach tens of mi-
croseconds [29].
III. METHOD AND FORMALISM
Our aim is to acquire knowledge about the average
and fluctuations of the charge, Is(t), and energy, I
E
s (t),
currents generated by the source. This is achieved by in-
vestigating the average and the fluctuations of the elec-
trochemical potential µp(t) and the temperature Tp(t)
in the probe, which are, in turn, connected to the av-
erage charge and energy currents, Ip(t) and I
E
p (t), as
well as to their fluctuations in the probe. Furthermore,
it turns out that it is actually the heat current in the
probe, Jp(t) = I
E
p (t) + µp(t)Ip(t)/e, rather than the en-
ergy current, IEp (t), that is naturally associated with the
fluctuations of the temperature in the probe.
In general, the procedure allowing us to relate the
quantities of interest mentioned above consists of three
steps: First, we relate the electrochemical potential µp(t)
and the temperature Tp(t) to the charge and the energy
stored in the probe and formulate the dynamical equa-
tions for the two latter quantities by resorting to general
conservation laws. Next, we determine the averages µp
and T p in terms of the average source currents, I¯s and I¯
E
s .
Finally, using the Boltzmann-Langevin approach, we es-
tablish a relation between the fluctuations of these cur-
rents and the much slower fluctuations of the macroscopic
probe variables. The bare source currents and their fluc-
tuations, which in this section enter as independent vari-
ables, will later be evaluated for a specific system by em-
ploying a Floquet scattering theory, see Sec. V.
A. General probe conservation equations
As a first step, we express the time-dependent
charge Q(t) and energy E(t) in the probe in terms of
µp(t) and Tp(t). Considering the probe potential with
respect to the electrochemical potential of the left reser-
voir (µL ≡ 0), the relations take the form
Q(t) = −C
e
µp(t), (3a)
E(t) =
C
2e2
µ2p(t) +
CE(Tp)Tp(t)
2
. (3b)
Importantly, the charge and energy in the probe can
change when the charge and energy currents, Ip(t) and
IEp (t), flow into the probe from the current source. In this
case, the overall charge and energy conservation imposes
the following continuity equations
dQ(t)
dt
= Ip(t), (4a)
dE(t)
dt
= IEp (t)− ΣV
[
T 5p (t)− T 50
]
. (4b)
Here, the term ΣV[T 5p (t) − T 50 ] captures the fact that
an additional time-dependent energy outflow occurs also
due to coupling of probe electrons to the lattice phonons.
B. Time averaged quantities
In the next step, we evaluate the time-averaged electro-
chemical potential µp and temperature T p in the probe.
Note that the time with respect to which these quantities
are averaged must be much longer than the response time
of the probe. Since there is no long-time charge build-up
in the probe, we conclude from the charge conservation
relation (4a) that I¯p = 0. In consequence, the electro-
chemical potential in the probe must adjust so that this
constraint is fullfilled. This is the detection principle of
the probe: the built-up of the potential allows us to make
conclusions about the charge current into the probe (and
analogously from the temperature for the conservation of
energy).
The total, time-averaged current flowing into the probe
has the form
I¯p = D
[
I¯s +
e
h
∫
dE
{
fp(E)− fL(E)
}]
= D
[
I¯s + g
µp
e
]
, (5)
with fα(E) =
{
1 + exp
[
(E − µα)/(kBTα)
]}−1
denoting
the Fermi function for the left reservoir (α = L) and the
probe (α = p). Moreover, the total current (5) consists
of a direct contribution from the source, I¯s, and a current
flowing out of the probe, due to the probe potential µp.
The prefactor D in Eq. (5) stems from the conservation of
the particle current at the QPC. Together with the condi-
tion of zero average charge current in the probe (I¯p = 0)
discussed above, this yields
µp = −
e
g
I¯s. (6)
As a result, one can see that the time-averaged probe
electrochemical potential µp is solely determined by the
time-averaged source current I¯s, and is independent of
the QPC-transparency. In general, the explicit form of
this current relies on a specific implementation of the
current source. In this paper, it is illustrated for the
example of a time-dependently driven mesoscopic capac-
itor in Sec. V, derived by means of the Floquet scattering
matrix approach (see Appendix A). Importantly, in the
5present section, the current I¯s enters the formalism as a
general variable.
Similar to the charge, there is also no long-time accu-
mulation of energy in the probe. From the time average
of the energy-current conservation law, Eq. (4b), we thus
obtain
I¯Ep − ΣV
[
T 5p − T 50
]
= 0. (7)
Furthermore, the energy current conservation at the
QPC implies that
I¯Ep = D
[
I¯Es −
1
h
∫
dEE
{
fp(E)− fL(E)
}]
= D
[
I¯Es −
I¯2s
2g
− Lg
2
(
T 2p − T 2L
)]
. (8)
Three different contributions can be identified in the
equation above: the bare contribution from the current
source (I¯Es ), a contribution stemming from Joule heat-
ing (∝ I¯2s ), and the last term representing the energy
current induced by the temperature difference between
the left reservoir and the probe. Again, the energy cur-
rent I¯Es associated with the source enters here as a general
input variable, and it is calculated for the example of a
time-dependently driven mesoscopic capacitor in Sec. V.
With Eqs. (7)-(8), we write the equation from which the
average probe temperature T p can be found,
T 5p +
D
ΣV
Lg
2
T 2p = T
5
0 +
D
ΣV
[
I¯Es −
I¯2s
2g
+
Lg
2
T 2L
]
. (9)
Since this expression shows that T p is determined by the
average source charge and energy currents, I¯s and I¯
E
s , the
readout of this temperature – together with the readout
of the probe electrochemical potential µp – serves as a
means for the detection of the average source energy cur-
rent. Furthermore, Eq. (9) also depends on the tempera-
tures of the left reservoir, TL, and of the phonon bath, T0,
as well as on the ratio D/(ΣV). Importantly, the QPC
transmission D is easily tunable in experiments via gate
voltages, and also the electron-phonon coupling strength
can in principle be tuned, e.g., by adjusting either the
electron density [28, 39, 45] or the background tempera-
ture [45]. We note that Eq. (9), which for metallic probes
is a fifth-order equation in T p, typically has to be solved
numerically for a given source.
C. Fluctuations, Boltzmann-Langevin approach
Finally, in the last step, we consider the fluctuations
in time using the Boltzmann-Langevin approach [30].
For this purpose, we begin by dividing the probe cur-
rents Ip(t) and I
E
p (t) into time-averaged parts and fluc-
tuating, time-dependent parts,
Ip(t) = I¯p + ∆Ip(t), (10a)
IEp (t) = I¯
E
p + ∆I
E
p (t). (10b)
The time-averaged parts, I¯p and I¯
E
p , have been discussed
in Sec. III B. On the other hand, for the fluctuating parts,
∆Ip(t) and ∆I
E
p (t), we distinguish two distinct physical
origins: (i) bare injector fluctuations, δIp(t) and δI
E
p (t),
which arise from the source currents or from scattering
at the QPC; (ii) the fluctuations in the probe currents
induced by fluctuations of the probe electrochemical po-
tential µp(t) and of the probe temperature Tp(t). As a
result, it becomes convenient to decompose also the po-
tential and temperature fluctuations into a constant and
a fluctuating contribution,
µp(t) = µp + ∆µp(t), (11a)
Tp(t) = T p + ∆Tp(t). (11b)
We here make the crucial assumption that the fluctua-
tions of δIp(t) and δI
E
p (t) are much faster than the fluctu-
ations of ∆µp(t) and ∆Tp(t), see Sec. II B, which enables
a separation of timescales. In other words, the probe is
sufficiently large, so that the change in µp(t) and Tp(t)
is small on the timescale of the particle injection, which
allows us to expand all fluctuation-dependent quantities
up to the linear order in ∆µp(t) and ∆Tp(t) – note that
the long-time changes in µp(t) and Tp(t) do not neces-
sarily need to be small for this expansion to be valid. In
consequence, we obtain∆Ip(t)
∆IEp (t)
=
δIp(t)
δIEp (t)
+
 ∂I¯p∂µp ∂I¯p∂Tp
∂I¯Ep
∂µp
∂I¯Ep
∂Tp
·
∆µp(t)
∆Tp(t)
. (12)
The bare fluctuations, δIp(t) and δI
E
p (t), constitute the
Langevin sources of fluctuations in our theoretical ap-
proach, and they are explicitly derived for the case of a
time-dependently driven mesoscopic capacitor in Sec. V.
The prefactors of the fluctuations ∆µp(t) and ∆Tp(t)
in Eq. (12) can be straightforwardly calculated from
Eqs. (5) and (8) for I¯p and I¯
E
p , respectively, ∂I¯p∂µp ∂I¯p∂Tp
∂I¯Ep
∂µp
∂I¯Ep
∂Tp
 = Dg
 1/e 0
−µp/e2 −LT p
. (13)
Note that we are considering a conductor which does not
break electron-hole symmetry, which essentially means
that the thermoelectric linear-response coefficients van-
ish, that is, ∂I¯p/∂T p = 0 and ∂J¯p/∂µp = 0.
Next, employing Eqs. (3)-(4), we relate the bare cur-
rent fluctuations, δIp(t) and δI
E
p (t), to the electrochem-
ical potential ∆µp(t) and temperature ∆Tp(t) fluctua-
tions of the probe. It turns out that the sought re-
lations are especially convenient to derive in frequency
space. By combining the Fourier transforms of Eqs. (3)-
(4), and inserting these expressions into Eq. (10), we ob-
tain formulas relating the macroscopic probe variables
∆µp(ω) and ∆Tp(ω) to the bare fluctuations of the
6charge current δIp(ω) and the heat current, δJp(ω) =
δIEp (ω) + µpδIp(ω)/e which have the form
∆µp(ω)
−e =
1
Dg
δIp(ω)
1 + iωτRC
, (14)
∆Tp(ω) =
1
κ
δJp(ω)
1 + iωτE
. (15)
Importantly, Eqs. (14)-(15) are the key input for the re-
alization of heat- and charge-current noise detection via
potential and temperature fluctuations. Here, we defined
κ ≡ κ(T p) as the thermal conductance at the probe
temperature T p. Similarly, we define CE ≡ CE(T p),
which, together with κ, enters the energy relaxation time
τE = CE/κ.
The analysis of Eqs. (14) and (15) indicates that there
is an effective time scale on which the potential and tem-
perature fluctuations have to be small in order for the
linearization performed in Eq. (12) to hold. We find
these effective time scales to be
√
1/ω2 + τ2RC [with the
charge relaxation time τRC = C/(Dg)] and
√
1/ω2 + τ2E .
In particular, this means that the fluctuations in Tp(t)
and µp(t) have to be small either on the timescales set
by the probe response – given by τRC and τE – or on the
timescale on which the fluctuations are probed, namely,
1/ω. From a practical point of view, this implies that
even when the probe-response times diverge (for example,
τRC for D → 0), linear relations between source current
fluctuations and electrochemical potential and temper-
ature fluctuations, Eqs. (14)-(15), can still be found at
finite frequencies ω.
IV. ELECTROCHEMICAL POTENTIAL AND
TEMPERATURE FLUCTUATIONS
A. Relation to probe current fluctuations
With the use of Eqs. (14)-(15), we can now express
the charge-current noise, the heat-current noise and the
mixed noise in terms of the (symmetrized) frequency-
dependent correlators of electrochemical potential and
temperature. The latter are given by
piδ(ω + ω′)PXYp (ω)
=
〈
∆Xp(ω)∆Yp(ω
′) + ∆Xp(ω′)∆Yp(ω)
〉
stat
, (16)
with X,Y = T, µ, and 〈. . . 〉stat denoting the statistical
average over Langevin sources. Note that the delta func-
tion δ(ω + ω′) stems from the invariance of fluctuations
with respect to translations in time. This is a valid
assumption because the time-dependent driving of the
source takes place on a much faster timescale than the
fluctuations of the probe quantities.3 The two auto-
3 Recall that the large separation of timescales between the slow
fluctuations of the probe properties and the fast, bare fluctua-
correlators Pµµp (ω) and PTTp (ω), as well as the mixed cor-
relator PµTp (ω), all defined by Eq. (16), depend on the
correlators of the bare fluctuations δIp(ω) and δJp(ω),
the Langevin sources, through Eqs. (14)-(15). They are
equivalently written as
piδ(ω + ω′)PABp (ω)
=
〈
δAp(ω)δBp(ω
′) + δAp(ω′)δBp(ω)
〉
stat
, (17)
for A,B = I, J . These bare source correlators, in the
frequency-regime relevant for Eq. (16), are just given by
the low-frequency, period-averaged limit,
PABp (ω) ≈ PABp (ω = 0) ≡ PABp . (18)
This is because the macroscopic probe quantities, Tp(ω)
and µp(ω) fluctuate on much smaller frequencies than the
probe currents, δAp(ω) and δBp(ω), do. The probe cur-
rents Ip(t) and Jp(t) are typically of quantum mechanical
nature. Thus, for the evaluation of the correlators PABp
of Eq. (17), these currents have to be replaced by the
corresponding operators Iˆp(t) and Jˆp(t),
PABp =
1
2
T∫
0
dt
T
∞∫
−∞
dt′
〈{
δAˆp(t), δBˆp(t+ t
′)
}〉
, (19)
with {. . . , . . .} standing for the anticommutator and 〈. . .〉
representing the quantum-statistical average. The ex-
plicit expressions for PABp are calculated using the
quantum-coherent Floquet scattering theory, see Sec. V
and Appendices A-B for general expressions and further
details of the derivation.
Combining Eqs. (16)-(17), and then employing rela-
tions (14)-(15), we can write the frequency-dependent
probe electrochemical potential and temperature corre-
lators, Pµµp (ω) and PTTp (ω), which are directly propor-
tional to the corresponding charge and heat current cor-
relators, PIIp and PJJp ,
Pµµp (ω) =
e2
(Dg)2
1
1 + (ωτRC)2
PIIp , (20)
PTTp (ω) =
1
κ2
1
1 + (ωτE)2
PJJp . (21)
An analogous expression can be found also for the mixed
correlator,
PµTp (ω) =
−e
Dgκ
1 + ω2τRCτE[
1 + (ωτE)2
][
1 + (ωτRC)2
] PIJp . (22)
Here, the order of the superscript of this symmetrized
correlator is irrelevant, that is, PµTp (ω) ≡ PTµp (ω) and
tions of the currents has been used before when setting up the
Boltzmann-Langevin equations, see Eq. (12).
7PIJp ≡ PJIp . The three equations above establish the di-
rect relation between charge- and heat-current noise in
the probe and the frequency-dependent fluctuations of
its macroscopic quantities – the temperature and elec-
trochemical potential. These equations provide the basis
for the proposed detection scheme, making the properties
of charge and energy currents emitted from the source
experimentally accessible.
Nevertheless, in Eqs. (21)-(22), information about the
energy-current fluctuations is still obscured. To ex-
tract the equivalent correlators for the (mixed) energy-
current fluctuations (PIEp ) PEEp , we invoke the rela-
tion between the heat and energy current fluctuations,
δJp(ω) = δI
E
p (ω) + µpδIp(ω)/e. [To keep the notation
simple, we here write E instead of IE in the superscripts
of P]. This allows us to find PIEp and PEEp from the
three correlators PIIp , PJJp and PIJp introduced above,
by applying step by step the relations
PIJp = PIEp +
µp
e
PIIp , (23)
PJJp = PEEp +
µp
e
PIEp +
µ2p
e2
PIIp , (24)
and employing the knowledge of the probe potential ob-
tained from independent measurements.
Furthermore, the frequency-dependence of the (mixed)
potential and temperature fluctuations, given in
Eqs. (20)-(22), sets a fundamental constraint on the
bandwidth of the measurement, that is, the smaller the
relaxation times τRC and τE , the less the bandwidth is
limited. From the experimental point of view, an in-
creased bandwidth is highly desirable as it allows for a
measurement speed-up, which is particularly important
when a large number of measurements has to be per-
formed in order to guarantee an optimal subtraction of a
fluctuating background signal.
Indeed, the subtraction of a background signal turns
out to be crucial when one aims at extracting the desired
fluctuations of the source currents from the probe-current
fluctuations. How this can be done is shown in the fol-
lowing correlator decomposition, which for simplicity is
performed on the correlators PABp , for A,B = I, J , since
the frequency dependence of Eqs. (20)-(22) is not crucial
for this decomposition.
B. Correlator decomposition
In the previous section, we have demonstrated how
fluctuations of the temperature Tp(t) and electrochem-
ical potential µp(t) in the probe are related to the rele-
vant charge-current (PIIp ) and heat-current (PJJp ) auto-
correlators, as well as to the mixed-current (PIJp ) correla-
tor in the probe. However, in order to acquire a complete
understanding on how the sought source fluctuations are
influenced by the detection – or in other words, how the
correlators of the probe currents are linked to the cor-
relators of the source currents – it is instructive to di-
vide PABp into terms with physically distinct origins.
The first step involves writing PABp as a sum of two
terms: the first (PAB0 ) arising already in the absence
of a working source, and the second (PABs ) that can be
attributed to the source driving,
PABp = PAB0 + PABs . (25)
While PAB0 is due to the non-zero, constant temperatures
of the left reservoir and the probe, PABs contributes only
if the source is on and is equal to zero otherwise. Con-
sequently, when evaluating PAB0 , the probe effectively
acts as a second, right (R), reservoir characterized by a
distribution function fR(E) =
{
1 + exp
[
E/(kBTR)
]}−1
,
with the temperature TR determined from Eq. (9). In
an experiment, this contribution is obtained from a noise
measurement carried out when the time-dependent driv-
ing is switched off. In order to obtain PABs , one has to
subtract PAB0 from results of subsequent measurements
of PABp with a working source.
In the second step, the fluctuations attributed to the
driving source PABs can be further separated into di-
rect (PABs,dir) and induced (PABs,ind) correlations as
PABs = PABs,dir + PABs,ind. (26)
The direct correlations are the ones obtained, if the probe
had been kept at constant temperature and electrochem-
ical potential, with the distribution function fR(E). It
essentially means that these correlations arise due to the
source driving in the absence of voltage build-up and tem-
perature raise induced by the detection itself. In fact, it is
precisely this term that the detection scheme proposed in
this paper aims to extract. In order to obtain PABs,dir theo-
retically from PABs , the temperature and electrochemical
potential have to be set to their equilibrium values T p
and µp, see Eq. (A9). On the other hand, the remain-
ing term PABs,ind corresponds to the induced correlations,
which originate from the fluctuations of the probe prop-
erties, µp(t) and Tp(t), induced by the source driving.
Importantly, these correlations represent the back-action
effect resulting from the measurement itself.4 In an ex-
periment, such a separation into induced and direct parts
of the source fluctuations is not possible. For this reason,
it is important to analyze the relative magnitude of these
terms as we do for the example of a mesoscopic capacitor
acting as the current source in the following section.
4 Note that in more complex multi-terminal setups backaction can
be partly suppressed if the system is at the same time also chi-
ral [46].
8Figure 2. Edge-state implementation of the injector-detector
system with the single-particle source (SPS) that consists of
a mesoscopic capacitor slowly driven by a time-periodic po-
tential U(t). The capacitor is connected to the edge state
via a QPC with transparency Ds. The transport along the
edge states is chiral, with the direction of transport shown by
arrows.
V. TIME-DEPENDENTLY DRIVEN
MESOSCOPIC CAPACITOR
We now provide a proof-of-principle of our approach
and consider a specific time-dependent injector source
generating a quantized, alternating current. We assume
that the total injector-detector system is implemented
with edge states in a two-terminal conductor in the inte-
ger quantum Hall regime with filling factor one, as shown
in Fig. 2. In particular, the injector part of our exem-
plary system consists of a mesoscopic capacitor, as real-
ized experimentally by Fe`ve et al. [1]. Due to the con-
finement of charge in the mesoscopic capacitor plate, the
source has a discrete energy spectrum characterized by
the level spacing ∆. This source is side-coupled to the
active edge state via a QPC with transparency Ds. By
applying a time-periodic potential U(t) to the capacitor,
under ideal conditions (specified below), the capacitor
emits exactly one electron and one hole per driving pe-
riod T . Moreover, both the left reservoir (α = L) and the
probe (α = p) are described by Fermi functions fα(E),
with electrochemical potentials µα and temperatures Tα.
Recall that the left reservoir – namely, the terminal at
the injector side – is assumed throughout the paper to
be grounded (µL = 0) and its temperature equals the
phonon temperature (TL = T0), and so does the probe
in the case when the source driving is switched off. This
means, in turn, that there is no direct thermal bias, ex-
cept the one induced by the detection.
We describe the coherent conductor shown in Fig. 2
by the time-dependent (Floquet) scattering matrix ap-
proach. Since the system is periodically driven in time,
the scattering matrix elements, Sαβ(E, t) for α, β = L,p,
depend in general both on the initial time and the final
energy of the scattering process (or equivalently on two
times or on two energies [31]). For the scatterer consid-
ered in Fig. 2, with a forward-scattering mesoscopic ca-
pacitor coupled to one edge channel, connected in series
with a QPC with energy-independent transparency D,
one can write the components of the time- and energy-
dependent scattering matrix as
SLL(E, t) =
√
1−D S(E, t),
SpL(E, t) =
√
D S(E, t),
SLp(E, t) =
√
D,
Spp(E, t) = −
√
1−D.
(27)
Here, S(E, t) is the scattering matrix of the mesoscopic
capacitor only.
A. Adiabatic-response to slow driving
Let us consider the adiabatic-response to a slow driving
potential U(t) of the mesoscopic capacitor. This implies
that the period of the drive T = 2pi/Ω is much larger
than the temporal width σ of the wave packets associated
with the particles emitted by the source. The width σ
is a function of the transparency Ds, the level spacing ∆
and the driving potential U(t) [31], and is treated here as
an input parameter. In addition, we consider the regime
where the thermal energies of injector and probe termi-
nals, kBT0 and kBT p, are much smaller than the energy
scale ~/σ over which the scattering properties vary ap-
preciably.5 Consequently, we define the driving regime
of interest by the following condition
~Ω, kBT0, kBT p  ~
σ
. (28)
In this adiabatic-response limit the scattering proper-
ties of the mesoscopic capacitor are characterized by the
frozen scattering matrix S0(E, t), where the time t only
enters parametrically. The low temperature condition
further allows us to evaluate the scattering matrix at the
Fermi energy of the left terminal, E = 0. This gives
for S(t) ≡ S0(0, t), up to irrelevant phase factors [31],
S(t) =

t− te + iσ
t− te − iσ for 0 ≤ t < T /2,
t− th − iσ
t− th + iσ for T /2 ≤ t < T ,
(29)
where the driving is such that only a single energy level
participates in the emission process. Here, the times for
electron (te) and hole (th) emission, defined by the capac-
itor and drive potential properties [31], are assumed to
5 We note that the driving frequency Ω is typically of the order of
GHz (~Ω ∼ µeV) [1], while temperatures T0 and Tp are in the
range of tens of mK (kBT0, kBTp ∼ µeV) [36]. This basically
means that we require ~/σ to be of the order of hundreds of µeV,
which corresponds to a pulse width σ of tens of ps.
9be well inside the respective halves of the period, so that
temporal overlap of the emitted particle wave functions
can be neglected.
In the energy description, the scattering matrix takes
the general form
S(En, Em) =
∫
dt
T e
i(n−m)ΩtS(En, t), (30)
with En = E + n~Ω and S(En, Em) denoting the Flo-
quet scattering matrix. Here, n−m ∈ Z is the number of
Floquet energy quanta picked up during a scattering pro-
cess. In the energy description, the adiabatic condition
corresponds to the assumption that the scattering prop-
erties are energy independent on the scale of Nmax~Ω,
where Nmax stands for the maximum number of quanta
absorbed or emitted in the scattering process at the ca-
pacitor. The corresponding Floquet scattering matrix
amplitudes then only depend on the difference in ener-
gies, S(En, Em) = S(En − Em) ≡ Sn−m, and up to the
leading order in σΩ, one finds6
Sn =

−2Ωσe−nΩσeinΩte for n > 0,
−2ΩσenΩσeinΩth for n < 0,
δn,0 for n = 0.
(31)
With this expression at hand, we can evaluate all quanti-
ties of interest, that is, the average values of charge and
heat currents, as well as the relevant current correlators.
See Appendix A for the outline of the derivation and
specific formulas.
B. Average potential and temperature
In order to determine the average temperature T p and
electrochemical potential µp arising in the probe due to
the driving, the average charge and energy currents have
to be explicitly calculated using Eqs. (A5)-(A6) from Ap-
pendix A for the scattering matrix given in Eq. (27) and
Eq. (31). The average source charge current is I¯s = 0,
which comes as a consequence of the fact that the same
number of electrons and holes is emitted by the source
per period. Therefore also the average electrochemical
potential of the probe, given by Eq. (6), is zero,
µp = 0. (32)
Furthermore, the average energy current emitted by the
source is I¯Es = 2〈〉/T , where the average energy of each
emitted particles is 〈〉 = ~/(2σ) and the factor 2 stems
from the fact that both an electron and a hole are emitted
per period. Inserting this expression together with I¯s = 0
6 The Floquet matrix is unitary, implying the relation∑∞
n=−∞ S
∗(En, Em)S(En, Eq) = δmq , which here is required to
hold up to the first order in σΩ, only.
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Figure 3. (a) Renormalized probe temperature T p/T0 shown
on a logarithmic scale as a function of the ratio of the elec-
tron and phonon thermal conductances κe,0/κph,0 for selected
values of the average energy of an emitted particle per pe-
riod, 〈〉/T , scaled to the electronic heat current response
of the probe, gLT 20 . (b) Dependence of the renormalized
probe temperature T p/T0 (plotted logarithmically) on the ra-
tio 〈〉/(T gLT 20 ) for different values of κe,0/κph,0.
into Eq. (9), we obtain an equation allowing us to find
the average probe temperature,(
T p
T0
)5
− 1 = 5
2
κe,0
κph,0
[
1−
(
T¯p
T0
)2
+
4〈〉
T gLT 20
]
. (33)
Here κe,0 ≡ κe(T0) and κph,0 ≡ κph(T0) are the elec-
tronic and the phonon thermal conductivity at the base
temperature. The expression gLT 20 is the pure electronic
heat response of the probe at the base temperature; it
is equal to κe,0T0 when D = 1. The numerical solu-
tion for Eq. (33) is presented in Fig. 3. Specifically,
panel (a) shows the (renormalized) average probe tem-
perature T p/T0 as a function of the ratio between thermal
conductances κe,0 and κph,0. When the source is switched
off (solid line), which effectively corresponds to 〈〉 = 0,
the probe temperature is naturally always given by the
phonon temperature T0. On the other hand, the larger
the energy emitted from the source, the stronger is the
deviation of the probe temperature from the phonon tem-
perature. Also the monotonic increase of T p/T0 shown
in Fig. 3(a) is intuitively clear, since the increase of the
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temperature is expected to be larger in the limit when
the energy loss to the phonon bath is small, that is,
for κe,0/κph,0  1.
The dependence of the probe temperature on the en-
ergy emitted per particle in a period, 〈〉/T (normalized
with respect to the electronic probe heat current gLT 20 ),
is shown in panel (b) of Fig. 3. As mentioned above, the
monotonic increase of the temperature fits in with the
expectation that the value of the probe temperature is
a signature of the energy transported into the probe by
the particles emitted from the source. This is, however,
true only as long as the coupling to the phonon bath is
not too strong: in the opposite limit of very strong cou-
pling (κe,0/κph,0 → 0), the probe temperature is always
equal to the phonon temperature independently of the
source driving, see the solid line in Fig. 3(b). In con-
trast, if the coupling to the phonon bath is negligibly
small (dotted-dashed line), the average temperature in
the probe is given by
T p
T0
=
√
1 +
4〈〉
T gLT 20
(for κph,0  κe,0). (34)
Finally, we note that while the general solution of
Eq. (33) for temperatures T p can only be obtained nu-
merically, we can still estimate the linear response, cor-
responding to the limit of T p − T0  T0. In this regime,
the drive has a small effect on the probe temperature,
such that the analytic formula for the renormalized de-
viation from the bath temperature is given by
T p − T0
T0
=
2〈〉
T gLT 20
(
1 +
κph,0
κe,0
)−1
. (35)
C. Potential and temperature fluctuations
We now turn our attention to the quantities of main in-
terest in this paper, that is, the fluctuations of the probe
temperature and electrochemical potential, PXYp (ω),
with X,Y = µ, T . Their frequency-dependent relation to
the correlators of the probe charge and heat currents has
been established in Sec. IV A, see Eqs. (20)-(22). In order
to obtain explicit expressions for the example of a slowly-
driven mesoscopic capacitor discussed in this section, we
have to derive correlators PABp for A,B = I, J . Starting
from the general expression given in Appendix A, this
means that the following formula needs to be evaluated
PABp = D(1−D)
1
h
∫
dE xAxB
∑
n
|Sn|2
{
fL(En)
[
1− fp(E)
]
+ fp(E)
[
1− fL(En)
]}
+D2
1
h
∫
dE
{
xAxBfp(E)
[
1− fp(E)
]
+
∑
nkq
xAxB,n + xA,nxB
2
S∗−qSn−qS−kS
∗
n−k fL(Eq)
[
1− fL(Ek)
]}
, (36)
where the notation xA,n should be read as: xI,n = xI ≡ e
and xJ,n ≡ En − µp (with xJ ≡ xJ,0). Straightforward
calculations employing the scattering matrix given in
Eq. (31) yield the desired expressions for the correla-
tor components PAB0 , PABs,dir and PABs,ind, introduced in
Sec. IV B, which will be discussed in the remaining part
of this section. For explicit derivations of PAB0 and PABs,dir,
we refer the reader, e.g., to Ref. [14, 17] where the equilib-
rium correlations, corresponding to PAB0 , are calculated,
while more details regarding the derivation of the direct
contribution PABs,dir will be presented in Ref. [37]. On the
contrary, the evaluation of the induced part PABs,ind, which
is unique for the type of measurement we are propos-
ing here, is described in more detail in Appendix B. For
the sake of compactness of the following discussion, we
introduce the auxiliary function Hq(T p/T0) defined as:
Hq
(
T p
T0
)
=
∫
dEEq
(kBT0)q+1
[
fL(E)− fp(E)
]
fL(E). (37)
1. Electrochemical potential correlations vs. charge-current
noise
We begin with the analysis of the electrochemical po-
tential fluctuations Pµµp (ω) as a measure of the charge-
current correlations, which are well-known and have been
measured previously [6, 9, 46–48]. Still, we use this
correlator to demonstrate here the working principle of
our injector-detector scheme for the example of a time-
dependently driven mesoscopic capacitor acting as the
current source. Starting from Eq. (20) with Eq. (36),
and making use of the correlator decomposition discussed
above, Eqs. (25)-(26), we can write
Pµµp (ω)
PII0
=
e2
(gD)2
1
1 + (ωτRC)2
[
1 + FIIs,dir + FIIs,ind
]
.
(38)
Here, PII0 = 2DgkBT0 corresponds to the well-known
equilibrium thermal noise of the QPC, which is related
to the QPC conductance Dg through the fluctuation-
dissipation theorem, see e.g. [30]. Moreover, the di-
rect and induced components of the renormalized, di-
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Figure 4. Direct (FIIs,dir, solid line) and induced (Fs,ind, dashed
lines) components of the renormalized, dimensionless source
charge-current correlators shown as a function of ~Ω/(kBT0)
for several values of the normalized electron-phonon coupling
κph,0/(gLT0). The horizontal (finely dashed) line represents
the background noise, with respect to which the expressions
are normalized. Note that only FIIs,ind depends on this cou-
pling, as can be seen from Eqs. (39)-(40). Different pan-
els correspond to specific values of the QPC transparency:
(a) D = 0.1, (b) D = 0.5 and (c) D = 0.9. The pulse width
in all panels is 2Ωσ = 0.001. Finally, the lower-bound cutoff
for values of ~Ω/(kBT0) is imposed by the adiabatic condition,
Eq. (28), requiring ~Ω/(kBT0) σΩ.
mensionless source charge-current correlators, that is,
FIIs,dir ≡ PIIs,dir/PII0 and FIIs,ind ≡ PIIs,ind/PII0 , respectively,
are given by
FIIs,dir = (1−D)
~Ω
kBT0
, (39)
FIIs,ind =
D
(
T p − T0
)
2T0
+ (1−D)H0
(
T p
T0
)
. (40)
The aim of the present analysis is to investigate the
ratio between the induced and direct contributions to
the fluctuations in order to demonstrate the feasibility of
the detection scheme proposed in this manuscript. For
this purpose, we fix the direct fluctuations FIIs,dir to the
ideal, simple regime, described by Eq. (39). In a realistic
experiment, one might instead be interested in study-
ing the direct noise as a function of the driving signal
shape [6, 9, 49] or other source-related properties deviat-
ing from the ideal-driving case presented here.
The direct part FIIs,dir, which in this regime only de-
pends on the QPC transmission and the number of par-
ticles impinging on the QPC per period [50], is shown as
the solid line in Fig. 4. The linear dependence of FIIs,dir on
the transmission probability D is visible in Fig. 4, where
the magnitude of FIIs,dir is increased by approximately one
order when diminishing the transmission from D = 0.9
(bottom panel) to D = 0.1 (top panel). In contrast, this
part of the noise is inherently insensitive to the probe
properties, quantified by the ratio κph,0/κ0.
The situation is different for the induced part FIIs,ind,
which depends on the detector properties through the
induced temperature T p, see Eq. (40). Since, the trans-
mission D now enters the noise also indirectly via the
fraction κe,0/κph,0 = DgLT0/κph,0, we choose in Fig. 4
to show different curves for selected values of the probe
parameter κph,0/(gLT0), only, whereas different panels
represent indicated values of D. It can be seen that the
rise of the probe temperature T p with decreasing κph,0,
demonstrated in Fig. 3(b), is also accompanied by an
increase of FIIs,ind. On the other hand, the dependence
of the induced part on the transmission probability D is
negligible, as compared to the D-dependence of the direct
part. The reason for this is that the magnitudes of the
two contributions, (T p − T0)/(2T0) and −H0(T p/T0), to
FIIs,ind, Eq. (40), are of similar order. Therefore, the terms
proportional to D approximately cancel each other, such
that Fs,ind ≈ −H0(T p/T0). Note that FIIs,ind still weakly
depends on D through T p.
Consequently, in an experiment, where the transmis-
sion probability D can be easily tuned, the relative mag-
nitude of FIIs,dir and FIIs,ind can be adjusted as well. In-
deed, the three panels of Fig. 4 clearly illustrate that,
while at D = 0.9 [see Fig. 4(c)] the desired direct signal
is fully covered by the induced fluctuations, a small QPC
transmission D = 0.1 [see Fig. 4(a)] allows for a detection
of charge-current fluctuations of the source. At D = 0.1
and κph,0/(gLT0) = 10
2, as shown in panel (a) of Fig. 4,
the sought-for, direct part of the charge-current fluctu-
ations is always much larger than the induced noise, as
required for a measurement of the former. A detailed
discussion of the ideal choice of tunable parameters is
presented in Sec. V D.
2. Temperature correlations vs. heat-current noise
In order to show how to detect the behavior of the heat
current noise from the temperature fluctuations, we start
from Eq. (21) together with Eq. (36), we use the decom-
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Figure 5. Analogous to Fig. 4 except that now direct (solid
line) and induced (dashed lines) components of the normal-
ized, dimensionless source heat-current correlators are shown
as a function of ~Ω/(kBT0) for selected values of the electron-
phonon coupling κph,0/(gLT0). The horizontal (finely dashed)
line corresponds now to the background noise PJJ0 , which re-
spect to which the noise is normalized.
position introduced in Eqs. (25)-(26). This procedure
leads to
PTTp (ω)
PJJ0
=
1
κ2
1
1 + (ωτE)2
[
1 + FJJs,dir + FJJs,ind
]
, (41)
where FJJs,dir ≡ PJJs,dir/PJJ0 and FJJs,ind ≡ PJJs,ind/PJJ0 stand
for the direct and induced components, respectively, of
the source heat-current correlator PJJs , normalized to the
equilibrium heat noise PJJ0 = 2Dpi2(kBT0)3/(3h). The
explicit expressions for these two terms are found to be
FJJs,dir =
3(2−D)
pi2
1
(2Ωσ)2
(
~Ω
kBT0
)3
, (42)
FJJs,ind =
D(T 3p − T 30 )
2T 30
+
3(1−D)
pi2
H2
(
T p
T0
)
. (43)
Both these terms are shown in Fig. 5 as a function of the
driving frequency for different values of the phonon heat
conductance κph,0/(gLT0). Again, it is only the induced
part that inherently depends on the probe properties en-
tering via the ratio of thermal conductances κe,0/κph,0
in T p, Eq. (33). While the overall shape of the induced
and direct part as a function of the driving frequencies is
similar to the one for the electrochemical potential fluc-
tuations, presented in Fig. 4, we note two striking differ-
ences.
First and foremost, for the realistic parameters pre-
sented here, the induced part FJJs,ind of the fluctuations
is always smaller than the desired direct part FJJs,dir of
the noise. This demonstrates that the proposed injector-
detector setup is indeed promising for a readout of heat
current correlations via temperature fluctuations.
Second, it is worth emphasizing that for the heat-
current correlator, FJJs ≡ PJJs /PJJ0 , in contrast to the
charge-current correlator, FIIs ≡ PIIs /PII0 , discussed in
Sec. V C 1, both contributions FJJs,dir and FJJs,ind, Eqs. (42)-
(43), are basically insensitive to the transmission proba-
bility at the QPC. This can be mostly attributed to the
modified D-dependence of the direct part FJJs,dir, which,
due to its prefactor (2−D), is never strongly suppressed,
not even for large QPC-transmissions D. Technically,
this stems from the fact that the heat-current noise, un-
like the charge-current noise, contains a so-called inter-
ference contribution [13, 51] originating from the time-
dependent driving. This contribution has a linear D-
dependence similar to the purely thermal part with re-
spect to which the expression is normalized here.
The important message of this subsection is that the
backaction of the measurement – resulting in the induced
part of the noise – is not expected to hinder the readout
of the heat-current noise, and hence of the temperature
fluctuations, under realistic experimental conditions.
3. Mixed correlator
In the discussed setup, the mixed correlators PµTp
and PIJp identically vanish. The reason for this is the ab-
sence of an electrochemical potential difference, see e.g.
Ref. [14]. Note that in the detector scheme suggested
here, an induced part of this mixed correlator is ex-
pected whenever the thermoelectric response-coefficients
in Eq. (13) are non-vanishing.
D. Optimizing parameters
In the previous section, we have seen how various tun-
able parameters – conductances and capacitances – in-
fluence the probe temperature and the detected fluctu-
ations of temperature and electrochemical potentials in
a complex way. In this section, we give an overview of
different aspects that should be taken into account when
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optimizing these parameters. The conductance (of im-
portance for the potential fluctuations) is tunable via
the QPC transmission D. The situation is more com-
plicated for the thermal conductivities, which depend on
temperature themselves. We therefore decide to lead the
discussion based on the thermal conductivities κe,0 and
κph,0 at the base temperature T0. Apart from tuning via
the base temperature these two quantities can be tuned
by changing the electron-phonon coupling ΣV via the
electron density [28, 39] (∝ κph,0), or by changing the
QPC-transmission D (∝ κe,0), see Eq. (1). These two
quantities influence the magnitude of the probe temper-
ature and its fluctuations, directly or also indirectly via
the probe temperature entering κ.
The dynamics of the fluctuations (important for the
bandwidth) depend on the capacitances C and CE which
are tunable through the probe density of states ν at the
Fermi level.
1. Average quantities
While the average charge current I¯s is always zero
(and so is the average electrochemical potential of the
probe, µp = 0), the average energy current I¯
E
s from the
source can be detected via the average probe tempera-
ture T p, see Eq. (9) and Eq. (33). For this purpose, the
difference between the probe temperature with and with-
out the working source should be maximized for a fixed
average source energy current. To meet this goal, the
probe thermal conductance κph,0 due to the coupling to
phonons should be small with respect to the electronic
thermal conductance κe,0.
2. Magnitude of source fluctuations
An increase of the probe temperature T p, in order
to improve its detectability is naturally detrimental for
the readout of the charge- and heat-current fluctuations,
because it leads to a relative increase of the induced
noise, PIIs,ind and PJJs,ind. From this point of view, the
ratio κe,0/κph,0 should be minimized. However, also the
overall prefactor of the fluctuations depends on this quan-
tity and needs to be optimized.
In the case of the charge-current fluctuations PIIp , the
QPC-transmission D entering the electronic thermal con-
ductivity κe,0 not only needs to be small to ensure that
the magnitude of the direct part PIIs,dir is maximized with
respect to the induced part PIIs,ind, but also to increase the
overall value of the desired potential fluctuations, see the
prefactors in both Eqs. (38) and (39).
On the other hand, for the detection of the heat-
current noise PJJp , the total thermal conductance κ at
the probe temperature needs to be small in order to
maximize the overall value of PTTp . The interplay of
the requirement for a large κph,0 to reduce the induced
part of the noise with respect to the direct one, together
1
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Figure 6. Thermal conductance at probe temperature κ,
scaled to its value κ0 at T0, shown as a function of the ra-
tio of the electron (κe,0) and phonon (κph,0) thermal conduc-
tances, κe,0/κph,0, at base temperature T0. We show curves
for selected values of 〈〉/(T gLT 20 ) – that is, the average en-
ergy of an emitted particle per period, 〈〉/T , related to the
electronic heat current response of the probe, gLT 20 .
with the need for a small κ to maximize the total mag-
nitude of the fluctuations, is crucial from the point of
view of the detection-scheme optimization. Thus, in
Fig. 6 we present the behavior of the thermal conduc-
tance at the probe temperature, κ, as a function of the
ratio κe,0/κph,0 for different energies of the emitted par-
ticles 〈〉/T (influencing the probe temperature). The
explicit ratio between κ and the base-temperature ther-
mal conductance κ0 = κe,0 + κph,0 can be written as
κ
κ0
=
[
κe,0
κph,0
T p
T0
+
(
T p
T0
)4] [
κe,0
κph,0
+ 1
]−1
, (44)
using the general, temperature dependent expressions
given in Eq. (1). It shows that smaller values of the
total thermal conductance κ can be achieved by aug-
menting the phonon conductance κph,0 with respect
to the electronic heat conductance κe,0, that is, when
κe,0/κph,0  1. However, the function saturates, and
even decreases again, when κph,0 is small with respect
to κe,0.
3. Bandwidth of noise detection
For an optimization of the bandwidth, not only the
(thermal) conductances, but also the (thermal) capaci-
tances play a role, providing an additional means for the
tunability.
The bandwidth of the charge-current noise detection,
improving with increasing 1/τRC = Dg/C [see Eq. (38)],
can be optimized by increasing the conductance ∝ D or
by diminishing the geometric capacitance of the probe,
while keeping D fixed at a value to find the highest
achievable magnitude of PIIs,dir.
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Similarly, a large thermal conductance κ, with its de-
pendence on κe,0 and κph,0 at T0 as shown in Fig. 6,
is beneficial for the bandwidth of the detection of the
heat current noise, ∝ 1/τE = κ/CE . This bandwidth
can however also be increased by diminishing the heat
capacity CE , at a fixed optimized value of κ.
VI. CONCLUSIONS
In this manuscript we have proposed and analysed an
injector-detector setup, suitable for the measurement of
charge and heat (or energy) current noise injected by a
time-dependently driven electronic current source. For
our detection scheme, we suggest to measure the (macro-
scopic) temperature and voltage fluctuations arising in
a probe due to the operation of the source, in order to
extract the charge and energy current fluctuations from
them. Using a Boltzmann-Langevin approach together
with an appropriate correlator decomposition scheme, we
show how the frequency-dependent fluctuations of the
macroscopic probe properties are related to the current
correlators to be detected. We carefully analyze the back-
action effects of the detection scheme on the signal to be
extracted.
As a proof-of-principle example, we investigate as
the current source to be analyzed an ideally time-
dependently driven mesoscopic capacitor emitting a se-
quence of well-separated quantized charge pulses. Based
on this example, we show the behavior of the differ-
ent contributions to the fluctuations as a function of
the setup parameters and thereby indicate regimes in
which a detection of heat current fluctuations appears
feasible. Thr experimental detection of recent theoreti-
cally investigated energetic properties of electronic single-
particle sources [11–14] and (mixed) heat-current fluctu-
ations more generally [17] is hence made tangible by our
proposed setup.
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Appendix A: Time-dependent transport theory
To calculate charge and energy currents, as well as re-
spective noise correlators in a time-periodically driven
mesoscopic conductor, we use a scattering matrix ap-
proach, which we briefly introduce here. In general,
the properties of a time-dependently driven mesoscopic
conductor are described by the Floquet scattering ma-
trix [31]. In the considered system, that is, for a two-
terminal conductor supporting a single channel, the ele-
ments of the scattering matrix are SFαβ(En, Em). They
represent the amplitude to scatter from energy Em in ter-
minal β to energy En in terminal α, with En = E + n~Ω
and α, β = L,p. As a result, the annihilation opera-
tors bˆα(E) for outgoing particles at energy E in terminal
α can be related to the annihilation operators aˆβ(En) for
incoming particles at energy En in terminal β by means
of the scattering matrix as follows
bˆα(E) =
∑
β
∞∑
n=−∞
SFαβ(E,En)aˆβ(En). (A1)
The operators for the charge, Iˆα(t), and energy, Iˆ
E
α (t),
currents in terminal α can be written in terms of the
corresponding annihilation and creation operators as
Iˆα(t) = − e
h
∫∫
dEdE′ ei(E−E
′)t/~
×
{
bˆ†α(E) bˆα(E
′)− aˆ†α(E) aˆα(E′)
}
, (A2)
and
IˆEα (t) =
1
h
∫∫
dEdE′
(E + E′)
2
ei(E−E
′)t/~
×
{
bˆ†α(E) bˆα(E
′)− aˆ†α(E) aˆα(E′)
}
. (A3)
The heat current operator can then be obtained from
Jˆα = Iˆ
E
α + µαIˆα/e (A4)
Employing the current operators in Eqs. (A2)-(A3) to-
gether with the operator relation in Eq. (A1), the charge
and energy currents averaged over one period of the driv-
ing are derived along standard lines, see e.g. Ref. [31],
I¯α = − e
h
∫
dE
[
f˜α(E)− fα(E)
]
, (A5)
I¯Eα =
1
h
∫
dEE
[
f˜α(E)− fα(E)
]
, (A6)
with fα(E) =
{
1 + exp
[
(E − µα)/(kBTα)
]}−1
denoting
the Fermi distribution in the terminal α, and
f˜α(E) =
∑
β
∞∑
n=−∞
∣∣SFαβ(E,En)∣∣2fβ(En). (A7)
On the other hand, the low-frequency, period-averaged
correlations between currents of type A,B = I, J in ter-
minal α are defined as
PABα =
1
2
T∫
0
dt
T
∞∫
−∞
dt′
〈{
δAˆα(t), δBˆα(t+ t
′)
}〉
, (A8)
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where δAˆα(t) ≡ Aˆα(t)−Aα. Following the standard pro-
cedure outlined, e.g., in Refs. [12, 13, 31], we derive
the expression for charge, energy and mixed current auto-
correlations, conveniently written in a general form as,
PABα =
1
h
∫
dE
{
xAxBfα(E)
[
1− fα(E)
]− ∞∑
n=−∞
(
xAxB,n + xA,nxB
)∣∣SFαα(E,En)∣∣2fα(En)[1− fα(En)]
+
∞∑
n=−∞
xAxB,n + xA,nxB
2
∑
βγ
∞∑
k,q=−∞
SF∗αβ(E,Ek)S
F
αβ(En, Ek)S
F
αγ(E,Eq)S
F∗
αγ(En, Eq)
× fβ(Ek)
[
1− fγ(Eq)
]}
, (A9)
where we have introduced a shorthand notation: xI,n = xI ≡ −e and xJ,n ≡ En − µp (with xJ ≡ xJ,0).
Appendix B: Mesoscopic capacitor – induced correlations
1. Chemical potential correlators
To obtain the induced part PIIs,ind, we start from the full expression for the charge-current correlator (36), and we
omit the direct part PIIs,dir. The remaining correlator FIIs,ind ≡ PIIs,ind/PII0 (for convenience divided by the equilibrium
thermal noise of the QPC, PII0 = 2DgkBT0) can then be written as
FIIs,ind =
1−D
2kBT0
∫
dE
∞∑
n=−∞
∣∣Sn∣∣2 [fp(E)− fL(E)][1− 2fL(En)]
+
D
2kBT0
∫
dE
{
fp(E)[1− fp(E)]− fL(E)[1− fL(E)]
}
. (B1)
Performing the last integral, and inserting the explicit
expression for the frozen scattering matrix Sn, Eq. (31),
and we find
FIIs,ind = −
1−D
kBT0
(2Ωσ)2
∫
dE
[
fp(E)− fL(E)
]
×
∑
n>0
e−2nΩσ
[
fL(En) + fL(E−n)
]
+
D(T p − T0)
2T0
+ (1−D)H0
(
T p
T0
)
, (B2)
Making use of the adiabatic and low-temperature con-
ditions given by Eq. (28), the first term of the equation
above can be expanded up to leading order in Ωσ  1.
One finds then that this term is negligibly small com-
pared to the remaining two terms in the last line of
Eq. (B2). With this, Eq. (40) from the main text is
obtained.
2. Temperature correlators
The induced part PJJs,ind of the heat-current correla-
tor PJJp can be derived in an analogous manner as
discussed in the section above. Again, starting from
the full expression for the correlator (36), the nor-
malized induced component FJJs,ind ≡ PJJs,ind/PJJ0 (with
PJJ0 = 2Dpi2(kBT0)3/(3h) representing the equilibrium
heat noise of the QPC) can be written as
FJJs,ind =
3(1−D)
2pi2(kBT0)3
∫
dE E2
∞∑
n=−∞
∣∣Sn∣∣2 [fp(E)− fL(E)][1− 2fL(En)]
+
3D
2pi2(kBT0)3
∫
dE E2
{
fp(E)[1− fp(E)]− fL(E)[1− fL(E)]
}
. (B3)
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Performing integrals and rearranging terms similarly as in Eq. (B2), we get
FJJs,ind = −
3(1−D)
pi2(kBT0)3
∫
dE E2
[
fp(E)− fL(E)
]∑
n>0
e−2nΩσ
[
fL(En) + fL(E−n)
]
+
D(T 3p − T 30 )
2T 30
+
3(1−D)
pi2
H2
(
T p
T0
)
. (B4)
Finally, using the low-temperature adiabatic expansion of the first term in the equation above, and consequently
retaining only the terms in the second line, we get Eq. (43) in the main text.
[1] G. Fe`ve, A. Mahe´, J.-M. Berroir, T. Kontos, B. Plac¸ais,
D. C. Glattli, A. Cavanna, B. Etienne, and Y. Jin, “An
On-Demand Coherent Single-Electron Source,” Science
316, 1169–1172 (2007).
[2] M. D. Blumenthal, B. Kaestner, L. Li, S. Giblin, T. J.
B. M. Janssen, M. Pepper, D. Anderson, G. Jones, and
D. A. Ritchie, “Gigahertz quantized charge pumping,”
Nat. Phys. 3, 343–347 (2007).
[3] R. P. G. McNeil, M. Kataoka, C. J. B. Ford, C. H. W.
Barnes, D. Anderson, G. A. C. Jones, I. Farrer, and D. A.
Ritchie, “On-demand single-electron transfer between
distant quantum dots,” Nature 477, 439–442 (2011).
[4] S. Hermelin, Shintaro Takada, M. Yamamoto,
S. Tarucha, A. D. Wieck, L. Saminadayar, Ch. Ba¨uerle,
and T. Meunier, “Electrons surfing on a sound wave as
a platform for quantum optics with flying electrons,”
Nature 477, 435–438 (2011).
[5] B. Roche, R.-P. Riwar, B. Voisin, E. Dupont-Ferrier,
R. Wacquez, M. Vinet, M. Sanquer, J. Splettstoesser,
and X. Jehl, “A two-atom electron pump,” Nat. Com-
mun. 4, 1581 (2013).
[6] J. Dubois, T. Jullien, F. Portier, P. Roche, A. Cavanna,
Y. Jin, W. Wegscheider, P. Roulleau, and D. C. Glattli,
“Minimal-excitation states for electron quantum optics
using levitons,” Nature 502, 659–663 (2013).
[7] N. Ubbelohde, F. Hohls, V. Kashcheyevs, T. Wagner,
L. Fricke, B. Ka¨stner, K. Pierz, H. W. Schumacher, and
R. J. Haug, “Partitioning of on-demand electron pairs,”
Nat. Nanotechnol. 10, 46–49 (2015).
[8] M. Vanevic´, Y. V. Nazarov, and W. Belzig, “Elemen-
tary charge-transfer processes in mesoscopic conductors,”
Phys. Rev. B 78, 245308 (2008).
[9] J. Gabelli and B. Reulet, “Shaping a time-dependent ex-
citation to minimize the shot noise in a tunnel junction,”
Phys. Rev. B 87, 075403 (2013).
[10] M. Moskalets and M. Bu¨ttiker, “Heat production and
current noise for single- and double-cavity quantum ca-
pacitors,” Phys. Rev. B 80, 081302 (2009).
[11] G. Rossello´, F. Battista, M. Moskalets, and
J. Splettstoesser, “Interference and multiparticle effects
in a Mach-Zehnder interferometer with single-particle
sources,” Phys. Rev. B 91, 115438 (2015).
[12] M. Moskalets, “Floquet Scattering Matrix Theory of
Heat Fluctuations in Dynamical Quantum Conductors,”
Phys. Rev. Lett. 112, 206801 (2014), [see also: Phys.
Rev. Lett 113, 069902(E) (2014)].
[13] F. Battista, F. Haupt, and J. Splettstoesser, “Energy
and power fluctuations in ac-driven coherent conduc-
tors,” Phys. Rev. B 90, 085418 (2014).
[14] F. Battista, F. Haupt, and J. Splettstoesser, “Corre-
lations between charge and energy current in ac-driven
coherent conductors,” J. Phys. Conf. Ser. 568, 052008
(2014).
[15] L. Vannucci, F. Ronetti, J. Rech, D. Ferraro, T. Jon-
ckheere, T. Martin, and M. Sassetti, “Minimal excita-
tion states for heat transport in driven quantum Hall
systems,” Phys. Rev. B 95, 245415 (2017).
[16] F. Zhan, S. Denisov, and P. Ha¨nggi, “Electronic heat
transport across a molecular wire: Power spectrum of
heat fluctuations,” Phys. Rev. B 84, 195117 (2011).
[17] A. Cre´pieux and F. Michelini, “Mixed, charge and heat
noises in thermoelectric nanosystems,” J. Phys.: Con-
dens. Matter 27, 015302 (2014).
[18] R. Sa´nchez and M. Bu¨ttiker, “Detection of single-electron
heat transfer statistics,” EPL 100, 47008 (2012), [see
also: EPL 104, 49901 (2013)].
[19] J. D. Fletcher, P. See, H. Howe, M. Pepper, S. P. Giblin,
J. P. Griffiths, G. A. C. Jones, I. Farrer, D. A. Ritchie,
T. J. B. M. Janssen, and M. Kataoka, “Clock-Controlled
Emission of Single-Electron Wave Packets in a Solid-
State Circuit,” Phys. Rev. Lett. 111, 216807 (2013).
[20] Ch Grenier, R. Herve´, E. Bocquillon, F. D. Parmentier,
B. Plac¸ais, J. M. Berroir, G. Fe`ve, and P. Degiovanni,
“Single-electron quantum tomography in quantum Hall
edge channels,” New J. Phys. 13, 093007 (2011).
[21] P. Samuelsson and M. Bu¨ttiker, “Quantum state to-
mography with quantum shot noise,” Phys. Rev. B 73,
041305 (2006).
[22] T. Jullien, P. Roulleau, B. Roche, A. Cavanna, Y. Jin,
and D. C. Glattli, “Quantum tomography of an electron,”
Nature 514, 603–607 (2014).
[23] F. Battista, M. Moskalets, M. Albert, and P. Samuels-
son, “Quantum Heat Fluctuations of Single-Particle
Sources,” Phys. Rev. Lett. 110, 126602 (2013).
[24] Y. Utsumi, O. Entin-Wohlman, A. Aharony, T. Kubo,
and Y. Tokura, “Fluctuation theorem for heat transport
probed by a thermal probe electrode,” Phys. Rev. B 89,
205314 (2014).
[25] T. L. van den Berg, F. Brange, and P. Samuelsson, “En-
ergy and temperature fluctuations in the single electron
box,” New J. Phys. 17, 075012 (2015).
[26] M. Bu¨ttiker, “Coherent and sequential tunneling in series
barriers,” IBM J. Res. Dev. 32, 63–75 (1988).
[27] M. Bu¨ttiker, “Four-Terminal Phase-Coherent Conduc-
17
tance,” Phys. Rev. Lett. 57, 1761 (1986).
[28] S. Gasparinetti, F. Deon, G. Biasiol, L. Sorba, F. Bel-
tram, and F. Giazotto, “Probing the local temperature
of a two-dimensional electron gas microdomain with a
quantum dot: Measurement of electron-phonon interac-
tion,” Phys. Rev. B 83, 201306 (2011).
[29] S. Gasparinetti, K. L. Viisanen, O.-P. Saira, T. Faivre,
M. Arzeo, M. Meschke, and J. P. Pekola, “Fast Electron
Thermometry for Ultrasensitive Calorimetric Detection,”
Phys. Rev. Appl. 3, 014007 (2015).
[30] Ya. M. Blanter and M. Bu¨ttiker, “Shot noise in meso-
scopic conductors,” Phys. Rep. 336, 1–166 (2000).
[31] M. V. Moskalets, Scattering Matrix Approach to Non-
Stationary Quantum Transport (Imperial College Press,
London, 2011).
[32] E. S. Tikhonov, M. Yu. Melnikov, D. V. Shovkun,
L. Sorba, G. Biasiol, and V. S. Khrapai, “Nonlinear
transport and noise thermometry in quasiclassical bal-
listic point contacts,” Phys. Rev. B 90, 161405 (2014).
[33] J. Gabelli, L.-H. Reydellet, G. Fe`ve, J.-M. Berroir,
B. Plac¸ais, P. Roche, and D. C. Glattli, “Han-
bury Brown–Twiss Correlations to Probe the Popula-
tion Statistics of GHz Photons Emitted by Conductors,”
Phys. Rev. Lett. 93, 056801 (2004).
[34] J. O. Simoneau, S. Virally, Ch. Lupien, and B. Reulet,
“Photon-pair shot noise in electron shot noise,” Phys.
Rev. B 95, 060301 (2017).
[35] C. Mora, C. Altimiras, P. Joyez, and F. Portier, “Quan-
tum properties of the radiation emitted by a conductor in
the Coulomb blockade regime,” Phys. Rev. B 95, 125311
(2017).
[36] S. Jezouin, F. D. Parmentier, A. Anthore, U. Gennser,
A. Cavanna, Y. Jin, and F. Pierre, “Quantum Limit of
Heat Flow Across a Single Electronic Channel,” Science
342, 601–604 (2013).
[37] N. Dashti, M. Misiorny, P. Samuelsson, and
J. Splettstoesser, In progress.
[38] F. C. Wellstood, C. Urbina, and John Clarke, “Hot-
electron effects in metals,” Phys. Rev. B 49, 5942–5955
(1994).
[39] N. J. Appleyard, J. T. Nicholls, M. Y. Simmons, W. R.
Tribe, and M. Pepper, “Thermometer for the 2D Elec-
tron Gas using 1D Thermopower,” Phys. Rev. Lett. 81,
3491 (1998).
[40] F. Giazotto, T. T. Heikkila¨, A. Luukanen, A. M. Savin,
and J. P. Pekola, “Opportunities for mesoscopics in ther-
mometry and refrigeration: Physics and applications,”
Rev. Mod. Phys. 78, 217 (2006).
[41] A. Laitinen, M. Oksanen, A. Fay, D. Cox, M. Tomi,
P. Virtanen, and P. J. Hakonen, “Electron–Phonon Cou-
pling in Suspended Graphene: Supercollisions by Rip-
ples,” Nano Lett. 14, 3009–3013 (2014).
[42] F. Pierre, A. B. Gougam, A. Anthore, H. Pothier, D. Es-
teve, and Norman O. Birge, “Dephasing of electrons
in mesoscopic metal wires,” Phys. Rev. B 68, 085413
(2003).
[43] J. A. Katine, M. J. Berry, R. M. Westervelt, and A. C.
Gossard, “Determination of the electronic phase coher-
ence time in one-dimensional channels,” Phys. Rev. B
57, 1698–1702 (1998).
[44] M. Ferrier, L. Angers, A. C. H. Rowe, S. Gue´ron,
H. Bouchiat, C. Texier, G. Montambaux, and D. Mailly,
“Direct Measurement of the Phase-Coherence Length in
a GaAs/GaAlAs SquareNetwork,” Phys. Rev. Lett. 93,
246804 (2004).
[45] K. C. Fong, E. E. Wollman, H. Ravi, W. Chen, A. A.
Clerk, M. D. Shaw, H. G. Leduc, and K. C. Schwab,
“Measurement of the Electronic Thermal Conductance
Channels and Heat Capacity of Graphene at Low Tem-
perature,” Phys. Rev. X 3, 041008 (2013).
[46] F. D. Parmentier, E. Bocquillon, J.-M. Berroir, D. C.
Glattli, B. Plac¸ais, G. Fe`ve, M. Albert, C. Flindt, and
M. Bu¨ttiker, “Current noise spectrum of a single-particle
emitter: Theory and experiment,” Phys. Rev. B 85,
165438 (2012).
[47] A. Mahe´, F. D. Parmentier, E. Bocquillon, J.-M. Berroir,
D. C. Glattli, T. Kontos, B. Plac¸ais, G. Fe`ve, A. Ca-
vanna, and Y. Jin, “Current correlations of an on-
demand single-electron emitter,” Phys. Rev. B 82,
201309 (2010).
[48] E. Bocquillon, F. D. Parmentier, C. Grenier, J.-M.
Berroir, P. Degiovanni, D. C. Glattli, B. Plac¸ais, A. Ca-
vanna, Y. Jin, and G. Fe`ve, “Electron Quantum Optics:
Partitioning Electrons One by One,” Phys. Rev. Lett.
108, 196803 (2012).
[49] M. Misiorny, G. Fe`ve, and J. Splettstoesser, “Shap-
ing charge excitations in chiral edge states with a time-
dependent gate voltage,” arXiv (2017), 1711.00119.
[50] S. Ol’khovskaya, J. Splettstoesser, M. Moskalets, and
M. Bu¨ttiker, “Shot Noise of a Mesoscopic Two-Particle
Collider,” Phys. Rev. Lett. 101, 166802 (2008).
[51] J. Dubois, T. Jullien, C. Grenier, P. Degiovanni, P. Roul-
leau, and D. C. Glattli, “Integer and fractional charge
lorentzian voltage pulses analyzed in the framework of
photon-assisted shot noise,” Phys. Rev. B 88, 085301
(2013).
